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FF T

FFTlightweight FibreTEC H-Frame

Highlights:

= W1 -FLW81000823

= Daimler B8-Platte

= fur FibreTEC Profil SW80

= Anbindungsplatte fiir Roboter
geeignet

= rostfrei und robust durch
hochfestes Aluminium

= flexibel einsetzbar

= Standardlagerteil und somit

Grundangaben

Lange 650 mm
Breite 640 mm
Hoéhe 60 mm
Gewicht 16,92 kg
Lochbild B8-Platte (8-Loch)
Zentrierbohrung J 42H7
Material EN AW-7075

Mogliche Roboteranbindungen

Kuka, Fanuc, ABB
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Optional Zentrierringe in verschiedenen GroRen

@ 80, 100, 125, 145, 160

Optional Schraubenverbindungsset

Zylinderschrauben 1ISO4762
M6 x 30 — 10.9
Nordlock-Scheibe NL 6
Zylinderstifte ISO08735
6m6 x 28
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Beispiel: Zentrierring
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All information regarding the properties and usability of our products is provided for informational purposes only and does not constitute a guarantee of characteristics. The
scope and content of our deliveries and services are determined solely by the respective contractual agreement. Technical data and illustrations are non-binding. We
reserve the right to make changes at any time during technical developments.

FFT Produktionssysteme GmbH & Co. KG /// Schleyerstr. 1, 36041 Fulda, DE /// +49 661 29 26-0 /// www.fft.de



http://www.fft.de/



